




















TROUBLESHOOTING

Insome region, the digital terrestrial signal may be weak. So you'd better use the antennain
which the booster was built,for watching the weak signal channels.

Problem

Possible cause

What to do

Standby light not lit

Mains lead unplugged
Mains fuse blown

Check mains lead
Check fuse

No signal found

Aerial is disconnected
Aerial is damaged/misaligned
Out of digital signal area

Check aerial lead
Check aerial
Check with dealer

No picture or sound

AVis not selected on your TV

Reduce to another channel

Scrambled channel
message

Channelis scrambled

Select alternative channel

No response to remote
control

Receiver off

Handset not aimed correctly
Front panel obstructed
Hand set batteries exhausted

Plugin and turn on plug
Aim handset at front panel
Check for obstructions
Replace handset batteries

Forgotten channel lock
code

Re-install channels to cancel
channel lock

Forgotten menu lock
code

Contact help line

The remote control will
not operate your STB

(1) The batteries in your remote
control need replacing

(2) Thereis an obstruction
blocking the signal path
between the remote control
and the box.

(1) Replace the batteries

(2) Check that there is nothing in
the way of the path between
the remote control and the
receiver

After moving the STB to
another roomyou find you
are no longer able to
receive digital reception

The aerial feed former new point
may come through a distribution
system which may reduce the
digital signal now received by the
box.

Try adirect feed from the antenna




SPECIFICATIONS

TUNER & CHANNEL

.

.

.

RFINPUT CONNECTOR x1

(IEC-TYPE, IEC169-2, FEMALE)

RF OUTPUT CONNECTOR x1

(IEC-TYPE, IEC169-2, MALE (LOOPTHROUGH))
FREQUENCY RANGE:

174MHz~230MHz(VHF)

470MHz ~862MHz (UHF)

SIGNAL LEVEL:
-15~-70dbm

FEATURES

« Video decoder
* Audio decoder

« VIDEO FORMATS
* VIDEO OUTPUT
* MODULATION

MPEG-2 MP@ML/

MPEG-4 AVC/H.264 HP @L4.1 and MP@L4.1
MPEG-1 Layer 1,2

PCM/HE-AAC V1.0/AC-3(DOLBY)
4:3/4:3PS/16:9/AUTO

CVBS, YCbCr/ YPbPr,HDMI

QPSK, 16QAM,64QAM

CONNECTION

* MAIN POWER CABLE

TUNER

SPDIF

DATA PORT

« HDMI

ANALOG AUDIO OUTPUT

. COMPOSITE/COMPONENT
VIDEO OUTPUT

FIXED TYPE

ANTENNA INPUTx1, RF OUTPUT x1
COAXIALx1

USB slot

HDMIOUTPUTx 1

Down Mix Stereo output (Left and Right) x1
Video(composite) outputx 1

YUV Component Video outputx |

POWER SUPPLY

* INPUT VOLTAGE
* POWER CONSUMPTION

AC220~240V, 50/60Hz
MAX. 8W

Design and Specifications are subject to change without notice.






